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1 
The present invention relates fo improvements 
in a name directory wh!ch is adapted for use in 
connection with private homes and dwellings but 
is particularly suitable for use in apaçtments 
and buildings having separate quarters for two 5 
or more different famflies or occupants. 
RoEore speciflcally, the invention bas to do with 
a name plate wh!ch is either interiorly or ex- 
teriorly attachable to a buflding wall or other 
relatively stationary support, wh!ch is provided 10 
with a suitably paneled window, is further pro- 
vided with a lamp box having name plates there- 
in, and, in addition, is provided with push-but- 
tons located in orderly fashion for purposes of 
systematically sounding door bells or ch!mes, for 15 
obvious reasons. . 
In carrying out the principles of the invention, 
I have evolved and produced a simple and prac- 
tical window equipped panel and illuminated 
lamp box serving as the directory .proper the 20 
holders for the name plates or cards in the lamp 
box being arranged in a systematic manner and 
the door bell buttons being coordinated and 
ranged in a predetermined order in relation to 
the name plates, whereby to enable the caller to 25 
the premises to readily locate the person sought 
and to therefore enable the caller to ring the bell 
of the chosen occupant and to then put the oc- 
cupant on notice that he has a caller. 
Other ob]ects and advantages will become more 30 
readily apparent ïrom the following description 
and the accompanying illustrative drawings. 
In the drawings, wherein lfle numerals are 
employed to designate like parts throughout the 
views: 35 
Figure 1 is a front elevational view of a lamp 
box-type directory constructed in accordance 
with the principles of the present invention; 
Figure 2 is an edge view with portions broken 
away and shown in section; 40 
Figure 3 is a transverse or cross sectional view 
taken on the plane of the line 3--3 of Figure 1, 
looking in the direction of the arrows. 
leferring now to the drawings by distinguish- 
ing reference numerais it wfll be seen that the 45 
panel or main plate is denoted by the humera1 
5, this being of appropriate mater!al and shape. 
It may be suitably ornamented to tender it ap- 
propriate for use in the stated fleld. It is pro- 
vided centrally with a sight opening $ and ai cor- 
ner portions with appropriately arranged holes 7 
fo accommodate su!table fastenings for securing 
said plate to a post, door, door-frame, wall or 
wherever becomes convenient, as the case maF be. 
Upper and lower bolt and nut assemblies 8 

2 
and 9 serve to retain in place a transparency 
in the form of a rectangular parel wh!ch con- 
stitutes a window for said.sight opening $. These 
bolts also connect with marginal attaching 
flanges ! ! and ! ïorming portions of a lamp box 
!3. This lamp box is substantially rectangular 
and is greater in marginal area than the paneled 
window.. It wfll be noted, in this connection, that 
the lamp box is provided with a socket ! hav- 
ing a terminal I to accommodate a current- 
conducting wire (hot shown) and the socket is 
arranged to support a relatively small incandes- 
cent bulb !5 wh!ch projects into the illuminated 
space ! of the box. The rear wall of the box 
is inclined, as at !7, and is provided on its in- 
ter!or with a plurality of keeper clips !3 wh!ch 
serve to accommodate name cards or plates 
as shown in Figure 1. These clips and plates 
are in a predetermined order in order to coop- 
erate with correspondingly arranged push-but- 
tons. I bave shown our clips and name plates 
and also bave shown four push-buttons wh!ch 
may be identified as , 2!, 2 and 3. Each but- 
ton comprises an appropriate frame  and a 
push-button proper . These push-buttons are 
old in the trade and I make no claire to same, 
and, in practice, they are provided with binding 
posts  as shown in Figure 2 to accommodate 
wires wh!ch ïorm parts of door bell systems, or 
door bell chimes, as the case may be. 
By arranging the push-buttons around the 
per!mener of the window and sFstemaizing .the 
positions in coordination with the naine plates, 
it is obvious that the overall efiïciency of the de- 
vice is improved. 
When installing, the box-type unit ! 3 of the di- 
rectory Tits back into the wall wh!le the outer 
front plate fits flush against the wall. Screws 
are used to fasten the directory and small holes 
are provided therefor around the edge of the 
outer or front plate. 
It wfll be observed that tis is a complete new 
purpose type directory. The tflted back with 
provisions for naine cards, together with the en- 
closed lighting is provided for easy reading of the 
directory at all times and especially in the eve- 
ning and after dark. It is especially fltted for 
use after dark and for installation on the ours!de 
of a residence or apartment. 
The electric light is now in use but the inven- 
tion provides a method of enclosing the light 
unit together with the name cards within a small 
neat appearing unit resulting in a new and use- 
ful method of displaying the names of occupants 
of residences, apartments, or other places of 
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dwelling. There is a great public need for this 
device especially for one-family residence build- 
ings as well as residence buildings which have 
been converted into apartments of two or more 
units. If will and does provide a convenient 
means for callers to quickly locate an occupant 
of such an apartment and a method of inform- 
ing the occupant that he bas a caller without 
disturbing other occupants oï the apartment 
since in. aparments of this type the usual en- 
france hall is missing and occupants either enter 
by separate entrances from the outside or by g0- 
ing through a part of some other occupant's 
quarters. 
If is then observed that this directory is de- 
signed for installation on either the inside er 
outside of a dwelling building. 
The directolT may be constructed of plastics, 
metal or Bakelite materials, and/or other.mate- 
rial. The slide transparent front of the lighted 
unit may he made of glass or transparent plastic 
or other transparent material. Ail other parts 
may be constucted with the use of any suitable 
m{terial or equipment. 
A careful consideration of the foregoing de- 
scription in conjunction with the invention as 
illUstzated, in the drawings will. enable the reader 
fo obin a clear understanding and impression 
of,  the alleged, features of merit and novelty suffi- 
cient' to clarify the construction of the invention 
as.liereinafter claimed. 
Minm changes in shape, size, materials and 
reasmgement of parts may be resorted fo in 
actual praitice so long as no departure is ruade 
from the.invention.as claimed. 
I-taving described the-invention; what is claimed 
as new is.: 
1: An illuminable directory and occupant sig- 
nling device for use in alarïent bouses and 
the like comprising an illuminable lamp box of 
genera! rectangular form embodying a fiat for- 
warll and downwar.dly slanting rectangulax wall 
provided with a marginal rim, the components 
of said rim having outstanding attaching flanges, 
a Ilurality of naine plate, clips arranged in. pre- 
determined and. systematic order and fixedly 
mounted on the display side of- said wall, a 
source, oç iIumination mountedin said lamp box 

4 
for coaction with said clips, a transparency func- 
tioning as a window for the open side of said 
box, a fiat rectangular plate, said plate being 
provided with a central sight opening, said plate 
5 and transparency being fitted together and fitted 
against said fianges, fastenings passing through 
the plate, transparency and fianges, said plate 
being of a length greater than the length of said 
transparency and having end portions projecting 
10 well beyond the corresponding end portions of 
said transparency and said end portions being 
provided with holes to accommodate suitable fas- 
tenings for securing the plate fo a fixed support, 
said end portions being further provided with 
15 openings adapted fo accommodate insertable and 
removable individual occupant signaling push 
buttens, said openings being systematically ar- 
ranged and lined up with predetermined naine 
plate clips, whereby each clip bas an aligned 
20 opening for accommodation and retention er a 
complemental push button. 
2. The structure deflned in claire 1 wherein 
said source of illumination is mounted in a pre- 
scribed central portion of the upper part of said: 
25 rira on a plane above the upper marginal edge 
of said sight opening in a manner fo provide 
sufficient illumination for the box and.clips while, 
at the same tim, concealing said source of fllu- 
mination behind the coacting upper portion of 
30 said.rectangular plate. 
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